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There are two methods for applying StyroSafe Fast Cure 
Laminating Resin.
ÅUse the first method when the dimensional tolerances of 
the plug are tight.
ÅUse the second method when the dimensional tolerances 
of the plug are not tight .



First MethodɶStyroSafe Laminate over-coated with 
tooling putty for re -cut.



1. When cutting, cut the plug 
dimensionally smaller than 
full size, from ½ to ¾ inch 
smaller.

2. When you finish shaping 
your foam piece, clean and 
blow off foam particles that 
are left from sanding or 
shaping. 



3. Stir the StyroSafe in its container. 
4. Pour the desired amount into a cup or bucket. The 

amount to catalyze will depend on the temperature in 
your work area and how quickly you will be able to 
apply the product.

5. Catalyze at 1 to 2 percent with CadoxL-50 or 
equivalent. The amount of catalyst used will affect gel 
time, so once again, consider how quickly you will be 
able to apply the product. Mix thoroughly.



6. Apply a thin film of 
StyroSafe resin to 
the foam.  You will 
want to work in an 
area small enough so 
that the StyroSafe 
will not begin to gel 
before you are 
finished work.



7. Apply glass to the wet-out area

8. Wet out any dry spots, being careful 
not to over saturate the glass. 


