
Hawkeye Industries Inc.



Repair vs. Resurfacing 
·Chips, cracks and gouges on 

otherwise sound molds can 
be skillfully repaired with 
Duratec Mold Repair Putty 
and sanded smoothed. If 
however, a mold has 
numerous defects and an 
overall dull and rough finish, 
resurfacing is necessary. 

·A presentation has been 
prepared for mold 
resurfacing and is also 
available on our website. 



Prepping the Mold
Ç The surface should be clean, dry and free 

from oil, grease, wax or other contaminants. 

Ç Ambient temperatures should be in excess of 
60°F, 16°C to ensure a rapid and complete 
cure. 

Ç Time calculations are based on temperatures 
of 77°F, 25°C. 

Ç All mold releases must be removed using the 
chemical stripper recommended by the mold 
release manufacturer.



Repairing the mold
Mask off the area 
to be repaired. This 
will minimize the 
surface that will be 
puttied. For 
maximum 
bonding, rout or 
sand all cracks and 
chips into the glass 
substrate. 



Repairing the mold
Aggressively sand the 
adjoining surface with 
80-grit sandpaper to 
bevel the edge of the 
routed area. It is 
important to eliminate 
the sharp repair line. 



Repairing the mold

Follow by wiping the area 
clean with solvent-
soaked white cloth or 
paper towel. Do not use 
a tack rag.


